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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 
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''Knowledge is such a treasure which cannot be stolen" 
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Indian standard ( Reaffirmed 2003 ) 

SPECIFICATION FOR 
CUTTER SUCTION DREDGE COMPONENTS 

PART 4 SPUDS 



1. Scope — Prescribes design and material requirements for spuds used on cutter suction dredgers. 

2. Requirements 

2.1 Design — The size and strength of a spud shall be determined by the following : 

i) Displacement of the dredge 
11) Digging depth 
iii) Cuttar power 

2-1.1 The maximum moment acting on the spud shall be determined at the point where it enters the 
bottom of the cut. 

2.2 Material — Mild steel or built up plate with tensile strength not less than 400 N/mm^ conforming 
to IS : 226-1975 ' Structural steel (standard quality ) ( fifth revision ) '. 



EXPL A N A TOR Y NOT£ 

The dredge is held in position or moved about with spuds. They are located at the stern of the 
dredge opposite each other and are supported either by a structure called a gantry or by a free 
standing hydraulic cylinder. 
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